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NOTE:
EXISTING SPRINKLER SYSTEM 7O BE
RELOCATED TO NEW CURB LINE.

[=3 I~ @ o b & o 3
. Sln  Sl® +E g:f LI ) : SCALE: 1" = 20 ' R
fe S35 PR Bk s
3 i e 7 R =R 3 g R s ~ o~ NOTE: ‘ ' [ﬂmm
0 %) S Vs ER Lo sl 9 o |9 S S TBM = TOP OF EXISTING SEWER MANHOLE BT e Ty
ol 0 Bl L= &9 0B Jlo N @ s e b ? - '
©|* & % bhig o2 ET o @ g 3 B o ELEV. = 881.59 Hh O <
gr B g 7B o <l dlo 71 9 2 af B 291 =L =
Slo =1 FlS <~ +E Rlo 50 28 Q| y <l * ' m
=l LR 3 [ : i : ok I
S N 1 ol Yln S 2R 3 Blo dlo — &
DS < ola =2 ¥l 28 2 ie | e 2
8 ! o |’ o= 1? ble & =l =l / $lyio|lm E—-‘ sl
: 2 &< P Yol ¥ O 9% »lg A , | 24
® Bl 212 e ol i -
Ly - ale k )
S IR Raaic> Yk = / 0B v,28
e SE N 0 23
o =k < . I — > |5 us2 2
ho S , SAWCUT EXISTING PAVEMENT § P , <ﬁ C£Z2 o
g8 & ; PROPOSED LIGHT LOCATION 1.5° INSIDE OF EXISTING FACE 1S 1 OX g
= < ' o MISSION RIDGE ¢ T T &5 2
~& _~ SAWCUT EXISTING PAVEMENT ' . z| I et
: A S o =
———— S S s W s o 42+00 , PROPOSED SEWER SERVICE 43+00 ‘ - §§£3% | o
T e = S e : S e - - - - ¥ - - - - = 3 L
: | PROPOSED PAVEMENT IS e W RS BBV e
DA T ISTING PAVEMENT \IND 7 OF ASPHALT N S FYSTING CURB TO BE REMOVED _ _ — EXISTING SANITARY SEWER MANHOLE 38(8 EAb e
. : I F 3% 5T = : V a4 ’ ,,”«
L2 INSIOE OF EXISTING FACE (220 PSY TYPE "D") EXISTING LIGHT POLE TO BE RELOTATED RIM ELEV. = 881 59 | | & B [5l-]e
AN 3\ " Eg’SS INVERT ELEV. = 875.24 ! | | SialE : <
% ] -~ :
“T@AAEXISTING WATER METER O BE N HE W ¥ z | & 3
2P RELOCATED IN ISk A P - e~ 2~ 12| SIS IEIS
- o E12°W HEYEIRS ol
ppor T Lo N A ik HEHE
_ — N/30" oAk - S
= e . o
P~ ; o g~ | =
_ _ > A ,
TR e T\
1.5 N XISTING FA - = , A ,
OF CURB ' - » — 8 UNDERGROUND CONDUITS '7 __/ 127 CPS, CABLE TV, AND TELE. ESMT.
- - " \o 1B s (NO SEPARATE PAY ITEM)
e s o) 2 - ol R
a 0 § ol b 4, UNDERGROUMD ConDUIT *Xi )
\ o o® B FlOAE (vo SEPARATE PAY 1TEM) —
R / <\ RIS A S <
e T s I3 e FHE wT O o
A s 8 12 s N -
3 SR = ol \ g?é o R z
0|2 oS 3£ @t HT vy b &' O
~ O o W ol ol 5
wii B ol & i e alv
¥ o HE wTOSL N
+ © + o T frm b puine
ol oo ¥ «je 0 =
5 <§ o bl
s o O D, [N P
<0 ! ‘.w, b
Lo fon mh o
I 277
1S 2 €

NOTE TO CONTRACTOR

LOCATIONS OF UTILITIES ARE APPROXIMATE.

iT IS THE RESPONSIBILITY OF THE CONTRACTOR
TO DETERMINE THE EXACT LOCATION OF ANY
EXISTING UTILITY LINE.

CURVE | RADIUS | LENGTH | TANGENT | CHORD BEARING DELTA
C1 25.00° | 2413 | 1310 23.20° | N 39°42°19" £ | 551805"
Cc2- 50.00° | 71.46° | 43.38 6553 | S 530214 W | 815308"
C3 25.00° | 17.03 8.86° 18.70° | N 74°27°47" E | 39°0201"
C4 5.00 8.28 5.45 7.37 | N 072839 E | S4'558°15
C4 25.00° | 28.23 | 15.84’ 26.76" | S 72°2040" E | 64°42°23
C6  1120.00 | 15.28 7.65 15.27° | N 71°39°20" E | Q717377

€12 5.00° 8.26° 5,42 7.35 | S 125420 W | 94'37'02°

€13 400 | 11.93 | 5045 7.97 | N 341908 W 1705601

C14 5.00° 8.24° 5.40° 7.34 L S 81°37°39" E | 942656

c15 6.00° | 18.30° | 130.42 11.99° | S 32725117 E [174°4355"

C16 10.00° 5,24 268 | 518 | S 695646° W | 300000

Ci7 400 | 10.84 | 18.24 7.81 N 17°2511° W | 155°16'05"
c18 300.00° | 9425 | 4752 19386 | S 59°00°31° W | 1800007
19 9.35 | 29.37 9.35’ 18.70° | S 293215 £ 11800000
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SAWCUT DETAIL
NOT TO SCALE

STREET CROSSINGS — UNDERGROUND CONDUITS
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1. CONDUIT SIZES AND QUANTITIES FOR STREET CROSSINGS
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CENTERED IN EASEMENT
NOT TO SCALE

LOCATION SIZE UTILITY TYPE QTY USE
X 8" CPS PVC, SCH 80 1 ELEC
X1 & cPs PVe, Scu 8o i Erec 4
Y 6" CPS PVC, SCH 80 1 ELEC
Z 8" CcPS PVC, SCH 80 3 ELEC
8" CPS PVC, SCH 80 1 GAS
8" SWB PVC, SCH 80 1 PHONE N
47 PARAGON PVC, SCH 80 1 CABLE TV GROUND i CAP

2. ALL CONDUITS REQUIRE 30”7 MINIMUM COVER EXCEPT GAS CONDUITS WHICH REQUIRE

247 MINIMUM COVER.

3. ALL CONDUITS WILL BE
PAVEMENT.

4. ALL CONDUITS WILL BE CAPPED.

INSTALLED TO EXTEND 5" BEYOND THE STREET CURB OR

IT IS THE RESPONSIBILITY OF CONTRACTOR TO
LOCATE AND UNCOVER THE CONDUITS FOR THE RESPECTIVE UTILITIES. ALL CON-

L 90° ELL
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DUITS INSTALLED FOR CPS WILL BE INSPECTED BY CPS IN ACCORDANCE WITH THE
ESTABLISHED INSPECTION PROCEDURES.

PROFILE

NOT TO SCALE

ENDS

SWB NOTE

THE EXISTENCE AND LOCATION OF UNDERGROUND CABLE
INDICATED ON THE PLANS ARE TAKEN FROM THE BEST
RECORDS AVAILABLE AND ARE NOT GUARANTEED TG BE
ACCURATE. CONTRACTOR TO CONTACT THE TELEPHONE
COMPANY CABLE LOCATOR 48 HOURS PRIOR TO EXCAVATION
ON 954—4102. CONTRACTOR HAS THE RESPONSIBILITY

TO PROTECT AND SUPPCRT TELEPHONE COMPANY PLANT
DURING CONSTRUCTION.

CPS NOTE

CONTRACTOR IS RESPONSIBLE FOR MAINTAINING
AND PROTECTING THE INTEGRITY OF THE POWER
POLES DURING CONSTRUCTION. :
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CONDUITS 'X" AND 'Y’ SECTION B-B
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NOT TO SCALE

NOTE : NORMAL BACKFILL, NO ROCKS OVER 2" DIAMETER.

 STREET PLAN
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